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Product description:
Hydro 28 is a PE foam material consisting of laminated planks made from expanded PE.

Application areas:

Form parts and cut outs made from Hydro 28 are used in many different applications, e. g.:

As packaging elements for absorption of shocks, fixing goods in cardboards, protection against scratching and soiling
For thermal and acoustic insulation

Technical data:

Colours anthrazite and white

Density approx. 28 kg/m?

Tensile strength min. 200 kPa

Compression strength at approx. 39 kPa at 25 % compression
approx. 96 kPa at 50 % compression
approx. 210 kPa at 70 % compression

Compression set approx. 24% 2 h recovery
approx. 20% 24 h recovery

Dimensional stability max. 10% 24h/70°C

Number of cells min. 16 cells per 25 mm

Creep under compression approx. 9.5% 6.0kPa/168h/23 °C

Storage:

Store in originally packed condition, protected from sunlight, dry at a properly ventilated storage location.
Storage temperature +10 °C to +25 °C.

Hydro 28 can be made self-adhesive on one or two sides according to your request.

Attention! Important Note:

Above information are based on best present knowledge of current technology, but do not guarantee faultless processing of our products. The information is based on practical
results of our tests, but is not binding and does not constitute warranties of characteristics in terms of Federal Supreme Court jurisdiction. Our information does not constitute a
legally binding assurance of certain properties or suitability for a specific purpose. Supplementary information by our specialists are merely recommendations, for which no
liability is accepted.

Due to the many possible applications of our products, we recommend subjecting the project to a thorough suitability test on original materials before release for further
application.

Since our information are non-binding we do not warranty their correctness. For this reason we accept no liability for possible improper processing based on information
submitted by our employees.

This Technical data sheet replaces all previous versions and is valid until a new version is issued, or until Dec. 31, 2026. Please request the latest version after Jan. 01, 2027.

Dr. Hermann, Anwendungstechnik / Application Technology, Gingen / Fils
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