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Product description: 

Noiseflex® La Ola MH EcoBalanced is a corrugated broadband absorber made from Noiseflex® MH EcoBalanced. It can 

improve room acoustics, particularly in the mid and high frequency ranges. Noiseflex® MH EcoBalanced is a flexible, open-

cell foam made from melamine resin. Its defining feature is the delicate, three-dimensional network structure formed by 

slender, easily deformable struts. Noiseflex® MH EcoBalanced is characterised in particular by its high sound absorption 

capacity and low weight. These properties make Noiseflex® La Ola MH EcoBalanced suitable for a wide range of acoustic 

applications, particularly in recording studios, hi-fi set-ups, open-plan offices, production halls and factory buildings, as well 

as in event centres. When used appropriately, Noiseflex® La Ola MH EcoBalanced is capable of significantly reducing 

reverberation time and sound levels, for example in halls. 

 
Product safety and the environment: 

Noiseflex® MH EcoBalanced is manufactured without the use of halogenated hydrocarbons. The material is not 

hazardous to water. Noiseflex® MH EcoBalanced is free from blowing agents on delivery and is not subject to labelling 

requirements under the Hazardous Substances Ordinance. Waste from Noiseflex® MH EcoBalanced can be recycled 

thermally or as raw material. 
 

Noiseflex® MH EcoBalanced has a Product Carbon Footprint (PCF)* that is up to 50 per cent lower than that of the 

standard variants. This is achieved through the consistent application of two control mechanisms: 

• Noiseflex® MH EcoBalanced is manufactured in a resource-optimised process using renewable energy.* Fossil 

raw materials are completely replaced by sustainably certified biomass.* 

• Furthermore, the processing of the base materials at BOSIG is powered 100 per cent by electricity from 

renewable energy sources, comprising a proportion generated by the company’s own photovoltaic systems 

and electricity purchased from renewable energy sources, in order to reduce production-related CO₂ 
emissions.** 

 

 

 

 

BOSIG has been granted the official Basotect®  

EcoBalanced label by BASF SE. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
* This information is based on documents and data provided by BASF SE.  
** BOSIG Energy Management 

http://www.schmid-baukunststoffe.de/
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Physical characteristics: 

Noiseflex® La Ola MH EcoBalanced is chemically resistant to a number of substances. It is free of halogenated hydrocarbons. 

 
Technical data: 

Temperature stability (long-term service temperature) max. 80 °C self-adhesive version 

Thermal conductivity (temperature-dependent) λ ≤ 0.04 W/m∙K DIN EN 12667 

Fire behaviour  Building material class B1 DIN 4102-1  

 flame retardant 
Colours: 

Noiseflex® la ola MH EcoBalanced absorbers are available in the following colours as standard: 

 

 

 

anthracite  

 (Dark) white grey 

Due to product properties, variations in colour, pore size and pore structure may occur. 
 
Versions: 

1. Standard as Noiseflex® La Ola MH white, grey and Dark EcoBalanced. 

2. As Noiseflex® La Ola MH white, grey and Dark EcoBalanced with self-adhesive coating. 

 
Dimensions: 

Length x width: 1000 x 500 mm 

Height:  30 and 50 mm 

Both standard sizes are also available with chamfered edges for an aesthetically pleasing joint appearance. Other designs and 

dimensions are available on request. 

 
Processing notes: 

For full-surface bonding of Noiseflex® La Ola MH EcoBalanced to walls and ceilings, we recommend our BOSIG Acoustic 

Adhesive. Please refer to the relevant technical data sheet and application instructions. To achieve an optimum visual 

appearance, we recommend installing the panels with a shadow gap of 10–20 mm. 

 

Please note that the panels may exhibit manufacturing-related relief cuts, particularly on the reverse side. These are due to the 

brittle nature of the melamine resin foam and do not constitute a quality defect. 

 

 

 

 

 

 

 

 
Attention! Important Note: 
Above information are based on best present knowledge of current technology, but do not guarantee faultless processing of our products. The information is based on practical 
results of our tests, but is not binding and does not constitute warranties of characteristics in terms of Federal Supreme Court jurisdiction. Our information does not constitute a 
legally binding assurance of certain properties or suitability for a specific purpose. Supplementary information by our specialists are merely recommendations, for which no 
liability is accepted. 
Due to the many possible applications of our products, we recommend subjecting the project to a thorough suitability test on original materials before release for further 
application. 
Since our information are non-binding we do not warranty their correctness. For this reason we accept no liability for possible improper processing based on information 
submitted by our employees. 
This technical data sheet replaces all previous versions and is valid until a new version is issued, or until Dec. 31, 2026. Please request the latest version after Jan. 01, 2027. 
 

Dr. Hermann, Anwendungstechnik / Application Technology, Gingen / Fils 

http://www.schmid-baukunststoffe.de/

