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Product description: 
Noiseflex® Quadra MH are broadband absorbers, comprising Noiseflex® MH EcoBalanced, encased in fabric covers available in a 
range of colours, which can be used as freestanding units in the room. Noiseflex® MH EcoBalanced is a flexible, open-cell 
melamine resin foam, a thermosetting plastic in the aminoplast group. Its characteristic feature is its delicate three-dimensional 
mesh structure, formed by slender, easily deformable struts. The fabric covers offer a wide range of design options. 
 
Noiseflex® MH EcoBalanced is distinguished in particular by its excellent 
sound absorption performance and its low weight. These properties 
make Noiseflex® Quadra MH suitable for a wide range of acoustic 
applications, particularly in offices, residential environments, schools, 
nurseries, event venues, and wherever wall or ceiling space is 
insufficient for the installation of conventional sound absorbers. When 
appropriately dimensioned and positioned, Noiseflex® Quadra MH can 
significantly reduce reverberation time and sound levels. 
 
Application: 
The column-like body absorber can be positioned freely within a 
room. The fabric covers are available in different colours or also 
printed according to customer requirements. A concealed solid metal 
base plate on the underside provides a stable base. An aluminium 
base frame with a visible width of 35 mm is also available as an 
optional accessory. 
 
Product safety and the environment 
The following environmental information relates exclusively to the Noiseflex® MH 
EcoBalanced base material used as the sound-absorbing component in Noiseflex® 
Quadra MH. 
 
Noiseflex® MH EcoBalanced is manufactured without the use of halogenated 
hydrocarbons. The material is not classified as hazardous to water. Noiseflex® MH 
EcoBalanced is free from blowing agents on delivery and is not subject to labelling requirements under the Hazardous 
Substances Ordinance. Clean, homogeneous waste from Noiseflex® MH EcoBalanced can be recovered through energy 
recovery or material recycling. 
 
Noiseflex® MH EcoBalanced has a Product Carbon Footprint (PCF)* that is up to 50 per cent lower than that of the 
standard variants. This is achieved through the consistent application of two control mechanisms: 

• Noiseflex® MH EcoBalanced is manufactured in a resource-optimised process using renewable energy.* Fossil 
raw materials are completely replaced by sustainably certified biomass.* 

• Furthermore, the processing of the base materials at BOSIG is powered 100 per cent by electricity from 
renewable energy sources, comprising a proportion generated by the company’s own photovoltaic systems and 
electricity purchased from renewable energy sources, in order to reduce production-related CO₂ emissions.** 

 
Physical Characteristics: 
Noiseflex® Quadra MH are chemically stable with many materials. 
They are free of halogenised hydrocarbons. 
 
Standard size: 

2000 x 340 x 340 mm (other dimensions on request) 
 
 
 
 
 

* This information is based on documents and data provided by BASF SE.  

aluminium frame as base 
bordering (optional) 
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** BOSIG Energy Management  
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Colours: 

 Polyester fabric smooth in white, black, yellow, red, or blue 

 Polyester fabric smooth printed according to customer 
requirements 

 Camira Typ Xtreme, Château and Nexus (not flame resistant - 
B1) available on request 

 
Fire safety characteristics: 

Noiseflex® MH EcoBalanced: B1 – DIN 4102-1, low flammability 
Fabric cover: B1-rated fabric cover available on request. 

The fire performance of Noiseflex® Quadra MH has been tested in accordance with DIN EN 1021 Parts 1 and 2 (cigarette and gas 
flame tests) and complies with the applicable legal requirements for interior furnishings. 
 
Washing of fabric covers: 
The fabric covers are removable and washable at 40°C. Dry cleaning is also possible. However please note: the covers must not 
be chlorinated or dried in a tumble drier. They can be ironed on the lowest heat. 
Camira: Xtreme:   100% Polyester 
Camira: Château:  100% Polypropylene 
Camira: Blazer/Light:   100% Virgin wool 
Print fabric:   100% Polyester 
Classic fabric:   100% Polyester  

Washing instructions: 
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Sound absorption by Noiseflex® Quadra MH 2000 × 350 × 350 mm in the reverberation room in accordance with DIN EN 
ISO 354 
Rectangular sections of Noiseflex® MH with fabric cover, dimensions 2000 × 350 × 350 mm, 6 elements distributed randomly in 
the room. 
 
Volume of room: 391.6 m3 Test noise: Broadband noise 
Room surface: 322.2 m² Receive filter: One-third-octave filter 
Measurement date: Aug. 21, 2012 Test location: TÜV Rheinland LGA Products GmbH 
   (Test report no. 21188917) 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
Attention! Important Note: 
The above information is based on best present knowledge of current technology, but does not guarantee faultless processing of our products. The information is based on 
practical results of our tests, but is not binding and does not constitute warranties regarding specific product characteristics in terms of Federal Supreme Court jurisdiction. Our 
information does not constitute a legally binding assurance of certain properties or suitability for a specific purpose. Any supplementary information provided by our specialists is 
advisory only, and no liability is accepted for it. Due to the many possible applications of our products, we recommend subjecting the project to a thorough suitability test on 
original materials before release for further application. 
Since our information is non-binding we do not warrant its accuracy. For this reason we accept no liability for possible improper processing based on information provided by our 
employees. 
This technical data sheet replaces all previous versions and is valid until a new version is issued, or until Dec. 31, 2026. Please request the latest version after Jan. 01, 2027. 

 
Dr. Hermann, Anwendungstechnik / Application Technology, Gingen / Fils 

Equivalent sound absorption 
area A per element 
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100 1.0 

1.2 125 0.9 

160 1.8 

200 2.1 

2.4 250 2.4 

315 2.7 

400 2.8 

2.9 500 2.9 

630 3.0 

800 3.0 

3.1 1000 3.1 

1200 3.1 

1600 3.0 

2.9 2000 2.9 

2500 2.8 

3150 2.8 

2.8 4000 2.9 

5000 2.8 
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