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Winflex® Cover is  

a transparent, fully self-adhesive, airtight and waterproof weather protection membrane. 

Designed for providing weather protection for building elements, especially wooden ceilings and partition 

walls, during transport, installation, and construction. 

Suitable for solid wood and wood-based materials as well as plasterboard, gypsum fibreboard, concrete.  

Suitable for indoor and outdoor use. 

 
The advantages of Winflex® Cover: 

 Transparent 

The substrate with markings and any gaps remains visible 

 Suitable for pre-assembly 

Can be assembled in the factory before transport and installation on the construction site 

 Practical markings and protective liner divided 10 cm from the edge in the longitudinal direction 

for optimal installation and sheet overlap 

 High adhesive strength 

on all suitably smooth, standard construction substrates 

 Weather-resistant and highly tear-resistant 

 Protects building elements 

from weather influences and adverse weather conditions such as precipitation, moisture, and solar 

radiation 

from dirt and dust 

from mechanical influences 

 Robust and abrasion-resistant 

Walkable and drivable  

 Diffusion-capable and airtight 

Enables building elements to dry out 

Can be used as a vapour barrier and airtight layer and can remain in the building structure 

 
Technical data: 

Colour  transparent  

  with printed markings as an installation aid 

Weight per unit area  approx. 250 g / m² without protective liner DIN EN 1849-2 

Material thickness longitudinal approx. 0.35 mm DIN EN 1849-2 

Maximum tensile force longitudinal 160 N / 5 cm DIN EN 12311-2A 

 transverse 120 N / 5 cm 

Elongation longitudinal 110 % DIN EN 12311-2A 

 across 120 % 

Nail pull-out resistance longitudinal 100 N DIN EN 12310-1 

 transverse 110 N 

Water pressure resistance > 400 cmWS  DIN EN 20 811 

Water tightness  Requirement fulfilled DIN EN 1928 

Fire behaviour  Class E DIN EN 13501 

Water vapour diffusion behaviour sd approx. 4 m DIN EN 1931 

Temperature resistance  - 20 °C to + 80 °C 

Exposure to weathering  up tp 3 months 

Length  50 m 

Sheet width  1500 mm 

  750 mm 

  375 mm 

Width of overlap and sealing strips 200 mm with centrally divided protective liner 

  150 mm 

  100 mm 
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Processing instructions: 

Substrate preparation: 

Checking and cleaning the substrate: 

The substrate must be dry and free of dust, oil, grease and any separating agents. Remove any protruding parts that could 

damage Winflex® Cover, such as screw and nail heads and wood splinters. Then sweep the area to be covered. 

Laying the first sheet: 

To ensure that Winflex® Cover is laid straight and without creases, first mark the surface to be protected, for example with a 

chalk line, along which the first sheet will be laid. Align Winflex® Cover with the mark in the longitudinal direction so that the 

narrow, 10 cm wide section of the protective liner is positioned against the mark. Fold Winflex® Cover along the dividing line of 

the protective liner. Peel off the first few centimetres of the protective liner, fold the sheet back and align and secure it to the 

marking line. Then continuously peel off the protective liner strip and smooth the sheet onto the substrate, for example with a 

street broom, to ensure that it adheres continuously along the marking. 

Then continuously peel off the wide section of the protective liner and adhere the sheet to the substrate in the same way. 

Laying the subsequent sheets:  

For laying the subsequent sheets, the long edge of the first sheet serves as a marking line. Lay the subsequent sheet with the 

side fitted with the narrow, 10 cm wide protective liner strip against the already installed sheet. Sheet joints must overlap by a 

minimum width of 10 cm.  

To do this, either proceed as follows: Fold the subsequent sheet along the dividing line of the protective liner and align it with the 

already installed sheet. Then peel off the first few centimetres of the protective liner, fold back the subsequent sheet, align and 

secure it to the first sheet, and apply it by continuously peeling off the protective liner strip and smoothing the sheet onto the 

already installed sheet, for example with a street broom. 

Alternatively, the second sheet can be applied along the longitudinal edge of the already installed sheet without overlapping the 

sheets in the manner described above. The overlap is instead created using the 200 mm wide Winflex® Cover overlap tape with 

a centrally divided protective liner. 

Ensure that Winflex® Cover is installed without creases, as creases will result in leaks. All sheet joints must be made with a 10 

cm overlap. The overlap must be created in accordance with the water flow: the lower sheet is installed first and must be 

overlapped by the upper sheet. It is essential to prevent the risk of water flowing behind the sheet edges. The sheets and tapes 

must be installed following the shingling principle throughout the entire installation area of Winflex® Cover. Any gaps must be 

covered with adhesive tape following the shingling principle or filled with Winflex® TFS system adhesive. 

Connections to vertical building elements must be made using connection tapes or overlap tapes and must extend at least 10 cm 

up the vertical element. 

 
Storage: 

12 months after date of manufacture in closed original container in a properly ventilated storage area at temperatures between  

+ 10 °C and + 25 °C. 

 

 

 

 

 

 

 
Attention! Important Note: 
Above information are based on best present knowledge of current technology, but do not guarantee faultless processing of our products. The information is based on practical 
results of our tests, but is not binding and does not constitute warranties of characteristics in terms of Federal Supreme Court jurisdiction. Our information does not constitute a 
legally binding assurance of certain properties or suitability for a specific purpose. Supplementary information by our specialists are merely recommendations, for which no 
liability is accepted. 
Due to the many possible applications of our products, we recommend subjecting the project to a thorough suitability test on original materials before release for further 
application. 
Since our information are non-binding we do not warranty their correctness. For this reason we accept no liability for possible improper processing based on information 
submitted by our employees. 
This technical data sheet replaces all previous versions and is valid until a new version is issued, or until Dec. 31, 2026. Please request the latest version after Jan. 01, 2027. 

 

Dr. Hermann, Anwendungstechnik / Application Technology, Gingen / Fils 
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