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DECLARATION OF PERFORMANCE CE – according to Annex III of regulation (EU) N° 305/2011 
(Construction Products Regulation) 
 

SB-Superacryl 
 

N°: 1 125 
 

1. Product classification code: 
 

EN 15651-1 Type F-EXT-INT 
 

2. Type, batch or serial number or any other element allowing identification of the construction 
product as required pursuant to Article 11(4): 
 

Batch-No.: See product packaging/labeling 
 

3. Intended use or uses of the construction product, in accordance with the applicable 
harmonized technical specification, as foreseen by the manufacturer: 
 

Joint sealant for facade elements 
Class 12,5 P 
 

4. Name, registered trade name or registered trade mark and contact address of the 
manufacturer as required pursuant to Article 11(5): 
 

BOSIG GmbH 
Brunnenstrasse 75-77 
73333 Gingen / Fils 
Germany 
 

5. Where applicable, name and contact address of the authorized representative whose mandate 
covers the tasks specified in Article 12(2): 
 

not relevant 
 

6. System or systems of assessment and verification of constancy of performance of the 
construction product as set out in Annex V: 
 

System 3, System 3 for reaction to fire 
 

7. In case of the declaration of performance concerning a construction product covered by a 
harmonised standard: 
 

The notified testing laboratory SKZ – TeConA GmbH (1213), has performed the Initial Type Testing 
(ITT) according to EN 15651 as well as reaction to fire under system 3 and issued the following: 
Test Report 
 

8. In case of the declaration of performance concerning a construction product for which a 
European Technical Assessment has been issued: 
 

not relevant 
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9. Declared performance 
 

Conditioning:  Method A (according to ISO 8340) 
Carrier material: Mortar M2 (without Primer) 

 

Essential characteristics Performance 
Harmonised technical 

specification 
Reaction to fire Class E 

EN 15651-1: 2012 

Release of harmful and / or hazardous materials NPD 
Water and air tightness 

Stability under load ≤ 3 mm 
Loss of volume ≤ 25 % 

Tensile strength (expansion behaviour) 23 °C ≥ 100 % 
Durability Pass 

 

If according to article 37 or article 38 the specific technical documentation was used, the 
requirements which are fulfilled by the product: 
 

not relevant 
 

10. The performance of the product identified in point 1. and point 2. is in conformity with the declared 
performance in point 9. This declaration of performance (DoP) is issued under the sole responsibility 
of the manufacturer identified in point 4. 

 

Signed for and on behalf of the manufacturer by: 
 

Name and Title Dr. Christian Hermann, Quality Manager 
 
 
 
Gingen, July 1, 2014 i. A.  


