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Description: 
The aluminium-plastic composite film of the new 
"es-Series" replaces the aluminium foil used up 
to now for flashing elements (to seal connection 
joints of construction elements penetrating 
through or rising from high-pitched roofs, such as 
chimney, wall and parapet connections). Apart 
from being highly corrosion- and weather-
resistant, it is extremely tear-proof and at the 
same time very flexible so that it can be easily 
shaped to match the roof contours. In addition, 
the lower edge is beaded in order to provide 
protection against injuries when shaping the 
sealing strip by hand. 
 
 
 
KAMOFLEX® es is a self-adhesive sealing strip made of colour-coated aluminium with a full-surface butyl-rubber adhesive 
coating on one side. The metal surface is weather-proof and UV-resistant. The adhesive coating is covered by a tear-proof, 
split and overlapping plastic liner to guarantee optimum installation. The edges are folded back to avoid sharp edges. The 
butyl adhesive coating has a high adhesive strength to hold the strip on almost all substrates. It is permanently elastic and 
temperature resistant. 
 
Benefits of the product: 

➢ Long-life and colour-stable thanks to improved material composition 

➢ No sharp edges since they are folded back 

➢ Easy, uncomplicated installation 

➢ Very high tear resistance 

➢ Adhesive coating is firmly secured to the aluminium 

➢ Improved mechanical properties thanks to combination with plastic films 

➢ High UV and temperature resistance 
 
Technical data: 

Thickness of the product approx. 1.6 mm 

Thickness of the aluminium approx. 0.10 mm 

Fire performance Class E according to DIN EN 13501-1 

Temperature range - 30 °C to + 85 °C 

Processing temperature + 5 °C to + 35 °C 

Colours brick red, brown, black 

Widths 280 mm 

Roll length 5 m 

Packaging unit 2 rolls 

Surface preparation Dry, free from dust and dirt 
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Processing: 
KAMOFLEX® es can generally be installed with tools that are available in every workshop. Apart from a tape measure, a 
pencil and a pair of scissors, all that is needed is a rubber pressure roller (available in specialist shops). 
Cut the KAMOFLEX® es strip to the required size with a pair of scissors. Roughly shape the strip to match the roof contour, 
pull part of the release liner off the adhesive coating on the back and fix to the substrate. After fixing the strip, pull off the 
remaining release liner, pressing the product continuously onto the roof. KAMOFLEX® es strips can also be installed on top 
of each other. Pay particular attention to applying and sealing corner areas thoroughly. After glueing the KAMOFLEX® es to 
the roof, fix the upper edge in place with a conventional cap rail and seal with a permanently elastic sealant.  
KAMOFLEX® es should not be installed at temperatures below +5 °C or on moist substrates. Individual tests must be carried 
out to check the adhesion of the butyl bands to the roof cladding if roof tiles are used whose surface has been modified, such 
as self-cleaning roof tiles with a lotus effect or roof tiles with a silicone finish. 
 
Storage: 
36 months from the date of manufacture in the sealed original container at a maximum temperature of 30 °C. If the rolls are 
stored at a temperature above 30 °C, it may be difficult to withdraw the silicone release liner from the adhesive coating. 
 
Use: 
KAMOFLEX® es is an attractive solution for connection work on chimneys, walls and all other rising construction elements. 
KAMOFLEX® es is ideal for all flat, non-wavy roof claddings because the material does not expand. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Special information: 
We provide this information to the best of our knowledge based on results obtained in practice and trials that were carried out in our company. This information is not binding 
and does not warrant any characteristics within the meaning of BGH court rulings (BGH – German Federal Court of Justice). This information reflects the knowledge available 
on the date of publication and is subject to change. 
Since our products are suitable for a wide range of applications, we recommend that you use original materials to thoroughly test the product in question to make sure that 
it fits the purpose before releasing it for further processing. Our application technology department will be happy to offer advice and support on all matters. 
All of our products are subjected to strict quality control procedures. 
This technical data sheet replaces all previous versions and is valid until a new version is published or 31.12.2022 at the latest. Please ask for the new valid version as of 
01.01.2023.. 
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